
The Class 1 laser for industrial and 
highly frequented production environments
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The universal laser solution
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Safe and ergonomic
The Laser Cab system is a class 1 laser, whose 
enclosed construction allows laser-welding work 
to be undertaken safely, even in non specially desi-
gned areas. It also allows larger components to be 
positioned into the unit using a crane, because the 
cabinet opens upwards.

Whether you want to apply the metallurgical alloys 
typically used in tool and mold making or also use 
aluminum, copper or titanium, the laser power of 
the Laser Cab series is best suited to do the job. 
The easy to open flap of the Laser Cab system’s 
safety covers and the use of a swivel crane allow 
you to position heavy components.

It also allows larger components to be positi-
oned into the unit using a crane, because the 
cabinet opens upwards.

1115 mm

1415 mm

·  x/y and two z-axes
·  Touch display for parameter settings
·  ergonomic design
·  The table’s z-axis has a load capacity of up to 250 kg
·  Up to 5 axes control
·  Crane loading possible
·  Large selection of accessories and upgrades
·  Integrated fume extraction
·  autoweld for automated laser welding tasks

The universal laser solution 
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Technical data

Power
Typ: 120 W Typ: 160 W Typ: 200 W Typ: 300 W

Lasertype Nd: YaG Nd: YaG Nd: YaG Nd: YaG

Max. mean power 120 W 160 W 200 W 300 W

Pulse peak power 6 kW 7,5 kW 9 kW 13 kW

Max. pulse energy 60 J 80 J 100 J 150 J

Pulse duration 0,4 – 20 ms 0,4 – 20 ms 0,4 – 20 ms 0,4 – 20 ms

Pulse frequency 1 – 20 Hz (100 Hz) 1 – 20 Hz (100 Hz) 1 – 20 Hz (100 Hz) 1 – 20 Hz (100 Hz)

Focus diameter 0,2 – 2,0 mm 0,2 – 2,0 mm 0,2 – 2,0 mm 0,2 – 2,0 mm

Line voltage (V/Ph/Hz) 400/3/50 400/3/50 400/3/50 400/3/50

System equipment

Laser system

·  Laser resonator inclusive resonator mechanics
·  Laser rod
·  Cavity
·  resonator mirror 
·  safety shutter
·  beam expansion 
·  Mains supply including mains fuse 
·  Mains isolator
·  emergency stop
·  Motor circuit breaker

·  Low voltage power supply 24 VDC
·  Interface with hardware monitoring function 
·  Lamp switch
·  Industry controller for setting and display of power, 
   pulse duration, pulse repetition frequency with 
   external trigger via footswitch 
·  C-bank
·  Cooling systems according to performance class: 
   water/air, compressor cooling, water/water

· z-axis for lifting of processing table, 
 motor controlled, 300 mm rise 
· x-y processing table manual/motorized adjustment 
·  400 x 250 mm T-slot bed 250 kg load capacity 
·  Operation via manual controller 
·  Laser z-axis rise: 350 mm 

· LeD illumination 
·  Inert gas supply directly controlled via magnetic valve 
· stable welded frame construction for 
 holding components 
·  Powder-coated sheet steel casing

Processing optics

·  Variable beam expansion
·  beam deflection
·  safety glass

·  LCD anti-glare
·  binoculars 10x
·  Focussing lens

Linear system

Dimensions and weight

Dimensions:  width 910 mm x height 1115-1415 mm x length 1150 mm
Weight: 250 kg net



Your Engineering Quality is always on our focus

Germany
O.r. Lasertechnologie GmbH
Dieselstrasse 15
64807 Dieburg
Tel.: +49 (0) 6071-209 89 0
Fax: +49 (0) 6071-209 89 99 
info@or-laser.de
www.or-laser.de

Head Office Branches Partners

USA
O.r. Lasertechnology Inc. 
1420 Howard street 
elk Grove Village, IL 60007
Tel.: +1 847-593-5711
Fax: +1 847-593-5752 
sales@or-laser.com
www.or-laser.com

Japan
Or Laser Japan Co., Ltd.
1-4-33, 1801, shiohama, Kotu-ku
Tokyo, Japan
TeL.  +81 (0) 3 - 6659 - 8511
FaX. +81 (0) 3 - 3646 - 8235
j.iga@orlaser.jp
www.or-laser.com 

Turkey
Or LaZer Kaynak Makinaları 
Tic. Ltd. Şti
İkitelli O.s.b İpkas san. 
sit. 9/a blok No:24
İkitelli K. Çekmece – 
Istanbul 34000
Tel.: +90 (0) 212 671 83 30 
Fax: +90 (0) 212 671 84 39
info@orlazer.com.tr
www.or-laser.com.tr

Israel
Laser-Tech 3000 LTD.
Hacharoschet street 35 
21651 Karmiel
Tel.: +972 (0) 58 380 468 
info@or-laser.de
www.or-laser.de

India
O.r. Laser TeCHNOLOGIe 
INDIa P LTD.
regd Office: #1 Dhruva Tara, 
241, Dr. rajendra Prasad, road 
Tatabad Coimbatore - 641 012
Tel.: +91 - 99801-76362
info@or-laser.com
www.or-laser.com

Romania
Or Laser romania
strada baciului 2-4
3400 Cluj-Napoca
Tel.: +40 (0)264 436 180
Fax: +40 (0)264 436 181
info@or-laser.de
www.or-laser.de

Europe
Germany · France · Italy
switzerland · UK · spain
austria · Poland · Portugal 
russia · serbia · slovakia
slovenia · benelux · Hungary
Czech republic

Asia 
China · Hong Kong · India
Japan · Malaysia · singapore
south Corea · Thailand

Middle East
United arab emirates 

Africa 
south africa

Central & South America 
argentina · brazil
Mexico · Columbia

Ozeania 
australia ·  New Zealand


